LED LAMPS — PARATHOM® PAR 16, PAR 20, R50 AND MR16

Style and content in perfect harmony.
PARATHOM® PAR 16, PAR 20, R50 and MR16.

In the aesthetic planning of office buildings, display windows and representative interiors, light is an
essential design element. The high-flux PARATHOM® PAR 16, PAR 20, R50 and MR16 LED lamps in warm
white and cold white are impressive replacements for halogen lamps up to 50 W — for facades, for
presenting merchandise, for hotels and restaurants or for spotlighting and marker lighting.

Special features: ¢ Professional thermal management
o PARATHOM® PAR 16: professional LED lamps for line e Dimmable (PAR 16 35 and 50,
voltage with the popular E27 and GU10 bases MR16 20 Advanced and 35 Advanced)
* PARATHOM® R50: professional LED lamps for line e [nstant full output, no delay
voltage with E14 and E27 bases
e \ery low energy consumption Applications:
¢ High-voltage and low-voltage solutions * Modern merchandise presentation in shop windows,
e Extremely long life shop interiors and shelving
e Equipped with highly efficient high-power LEDs e Gentle spotlighting of pictures, objects, plants and bushes
e No UV or near-IR radiation e Effective facade lighting
e Shock and vibration-proof thanks to plastic and e For hotels and restaurants

metal casings
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reference number % v A [mm] % No.

PARATHOM® PAR 16

PAR16 20 D 4008321965721 E27 220-240 45 600 35 6500 68 50 10 1
PAR16 20 WW 4008321965769 E27 220-240 45 450 35 3000 68 50 10 1
PAR16 20 D 4008321965806 GU10  220-240 4.5 600 35 6500 60 50 10 2
PAR16 20 WW 4008321965844 GU10  220-240 4.5 450 35 3000 60 50 10 2
PAR16 35 WW 4008321963963 GU10  220-240 8 600 35 3000 85 50 10 3
PAR16 35 WW 4008321964007 E27 220-240 8 600 35 3000 93 50 10 4
PAR16 35D 4008321964045 GU10  220-240 8 >600 35 6500 85 50 10 3
PAR16 35D 4008321964083 E27 220-240 8 >600 35 6500 93 50 10 4
PAR16 50 WW 4008321964120 GU10  220-240 10 950 35 3000 85 50 10 3
PAR16 50 WW 4008321964168 E27 220-240 10 950 35 3000 93 50 10 4
PAR16 50 D 4008321964205 GU10  220-240 10 >950 35 6500 85 50 10 3
PAR16 50 D 4008321964243 E27 220-240 10 >950 35 6500 93 50 10 4
PARATHOM® PAR 20

PAR20 35 WW 4008321963703 E27 220-240  to be determined 25 to be determined 10 5
PAR20 50 WW 4008321963741 E27 220-240 to be determined 25 to be determined 10 5
PARATHOM® R50

R5025D 4008321965400 E14 100-240 3 140 30 6500 86 50 10 6
R50 25 WW 4008321965448 E14 100-240 3 100 30 3000 86 50 10 6
R50 25D 4008321965486 E27 100-240 3 140 30 6500 83 50 10 7
R50 25 WW 4008321965523 E27 100-240 3 100 30 3000 83 50 10 7
R50 40 D 4008321965561 E14 100-240 6 240 30 6500 86 50 10 6
R50 40 WW 4008321965608 E14 100-240 6 170 30 3000 86 50 10 6
R5040D 4008321965646 E27 100-240 6 240 30 6500 83 50 10 7
R50 40 WW 4008321965684 E27 100-240 6 170 30 3000 83 50 10 7
PARATHOM® MR16

MR16 20 WW 4008321521927 GU5.3 12 45 450 36 3000 48 50 10 8
MR16 20 WW Advanced 4008321963802 GU5.3 12 5.5 500 36 3000 49 50 10 9
MR16 20 D Advanced 4008321963840 GU5.3 12 5.5 >500 36 6500 49 50 10 9
MR16 35 WW Advanced 4008321963888 GU5.3 12 10 950 36 3000 77 50 10 10
MR16 35 D Advanced 4008321963925 GU5.3 12 10 >950 36 6500 77 50 10 10

1) All the technical parameters apply to the entire lamp. In view of the complex manufacturing process for light-emitting diodes, the typical values given above for the technical
LED parameters are merely statistical values that do not necessarily correspond to the actual technical parameters of an individual product; individual products may vary from
the typical values.
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